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(2V 335Ah @ 10hr)

Eternity Technologies vented lead-acid batteries for the standby power market.
Eternity Technologies OPzS batteries have optimised design resultinginalow
maintenance, reliable energy storage solution for critical and unstable conditions.

Performance characteristics

Nominal Voltage
Number of cells
Design Life

Nominal Capacity 20°C (68°F)
10 hour rate (33.5A,1.8V)

5hour rate (60.5A,1.75V)

1hour rate (187A,1.6V)

Internal Resistance
Fully Charged Battery 20°C (68°F)

Electrolyte
Nominal S.Gat 20°C =1.240kg/I

Operating Temperature Range
Maximum Discharge Current 20°C (68°F)

Charge Methods: Constant Voltage Charge 20°C (68°F)
Cycleuse
Maximum charging current
Standby use
Temperature compensation
Terminal torque

Discharge Constant Current (Amperes at 20°C)

2V
1
20years

335Ah
302.5Ah
187Ah

0.63mOhm

-20°Cto +55°C
539A

2.40V (time limited)
134A

Cells(V) 10m 15m 30m 1h 2h 3h 5h
160 4686 4039 2884 1866 1209 918 618
165 4315 3763 2767 1813 1198 912 621
170 3880 3445 2619 1760 177 89.9 615
175 3382 3074 2396 1675 1145 876 605
180 2841 2507 2110 1548 1092 838 58.2
183 2449 2279 1908 1442 1032 797 557
185 2226 2067 1770 1378 993 770 54.0
187 1972 1855 1611 1283 937 728 516
190 1601 1537 1378 1145 852 66.7 481

Discharge Constant Power (Watts at 20°C)

Cells(V) 10m 15m 30m 1h 2h 3h 5h
160 7675 6700 4919 3286 2216 1707 1177
165 7251 6371 4792 3244 2205 1707 1177
170 6689 5979 4612 3180 2173 1686 1166
175 5990 5470 4315 3064 2141 1654 1156
180 5152 4739 3869 2862 2046 1590 1124
183 4548 4209 3541 2703 1951 1516 1081
185 4145 3859 3318 2587 1887 1474 1047
187 3710 3488 3053 2438 1792 1399 1006
190 3053 2937 2650 2194 1654 1293 945

225V +£1%

-3.0mV/°C/Cell

23Nm
8h 10h
M7 349
M7 349
M7 34.9
4.3 34.6
39.6 335
387 32.8
381 322
36.8 30.7
34.8 28.6
8h 10h
80.3 674
80.3 674
80.3 674
79.8 66.9
770 65.2
4515 63.9
744 631
721 60.4
68.7 56.5

o Part of our Network Power range

Features

High energy density

Robust tubular positive electrode design,
compliant with DIN 40736

Minimal maintenance due to low antimony
alloy and large electrolyte volume

Operating temperature -20°C to +55°C

EUROBAT design life: Long Life > 12 years

Fully recyclable withlow CO,, footprint

Applications

Telecommunications/ Mobile Phone Stations

Traffic Systems

UPS Systems

Emergency Lighting

Electrical Switching

Dimensions and weight

Length 147 mm

Width 208 mm

Height (H1) 367 mMm

Totalheight (H2) 392mm

Dry weight 18.3kg

Filled weight 25.2kg
Hi  H2

Compliant with IEC60896-11



CAPACITY FACTOR

CAPACITY FACTOR

Capacity factor vs. Temperature - discharge current |, |
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SERVICE LIFE (YEARS)

Capacity (% C10)

Service life vs. Temperature
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® +34 902 99 20 84
@ info@eternitytechnologies.es
@ www.eternitytechnologies.es



