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060PzS0420

(2V 480Ah @ 10hr)

Eternity Technologies vented lead-acid batteries for the standby power market.
Eternity Technologies OPzS batteries have optimised design resultinginalow
maintenance, reliable energy storage solution for critical and unstable conditions.

Performance characteristics

Nominal Voltage
Number of cells
Design Life

Nominal Capacity 20°C (68°F)
10 hourrate (48A,1.8V)
5hour rate (86A,1.75V)
1hour rate (267A,1.6V)

Internal Resistance
Fully Charged Battery 20°C (68°F)

Electrolyte
Nominal S.Gat 20°C =1.240kg/I

Operating Temperature Range
Maximum Discharge Current 20°C (68°F)

Charge Methods: Constant Voltage Charge 20°C (68°F)
Cycleuse
Maximum charging current
Standby use
Temperature compensation
Terminal torque

Discharge Constant Current (Amperes at 20°C)

2V
1
20years

480Ah
429.5Ah
267Ah

0.57mOhm

-20°Cto +55°C
625A

2.40V (time limited)
192A

Cells(V) 10m 15m 30m 1h 2h 3h 5h
160 5655 5074 3903 2669 1741 131.9 873
165 5064 4610 3650 2595 1709 1298 883
170 4462 4114 3365 2479 1667 1266 879
175 3840 3597 3038 2331 1604 1224 859
180 3196 3049 2658 2110 1498 1171 821
183 2796 2690 2374 1931 1403 1108 789
185 2532 2447 2184 1815 1340 1065 768
187 2258 2184 1962 1656 1245 1009 730
190 1846 1783 1635 1414 1108 922 67.2

Discharge Constant Power (Watts at 20°C)

Cells(V) 10m 15m 30m 1h 2h 3h 5h
160 9273 8408 6657 4695 3186 2458 1677
165 8513 7807 6309 4621 3154 2426 1677
170 7701 7142 5929 4484 3102 2374 1677
175 6794 6404 5454 4262 3007 2321 1646
180 5802 5549 4863 3914 2827 2226 1582
183 5148 4958 4410 3618 2658 2120 1530
185 4716 4568 4104 3418 2553 2036 1487
187 4241 4104 3713 3144 2384 1941 1424
190 3524 3407 3123 2722 2131 1793 1319

2.25V+1%
-3.0mV/°C/Cell
23Nm
8h 10h
610 504
610 504
610 504
595 495
576 480
5611 46.8
55.2 461
527 440
489 408
8h 10h
171 975
171 975
171 975
150 959
M8 934
1097 915
1076 903
1034 864
966 807

o Part of our Network Power range

Features

High energy density

Robust tubular positive electrode design,
compliant with DIN 40736

Minimal maintenance due to low antimony
alloy and large electrolyte volume

Operating temperature -20°C to +55°C

EUROBAT design life: Long Life > 12 years

Fully recyclable withlow CO,, footprint

Applications

Telecommunications/ Mobile Phone Stations

Traffic Systems

UPS Systems

Emergency Lighting

Electrical Switching

Dimensions and weight

Length 147 mm
Width 208 mm
Height (H1) 4835mm
Totalheight (H2) 509 mm
Dry weight 23.4kg
Filled weight 32.3kg

Hi  H2

Compliant with IEC60896-11



CAPACITY FACTOR

CAPACITY FACTOR

Capacity factor vs. Temperature - discharge current |, |
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Charging voltage vs. Temperature
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SERVICE LIFE (YEARS)

Capacity (% C10)

Service life vs. Temperature
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® +34 902 99 20 84
@ info@eternitytechnologies.es
@ www.eternitytechnologies.es



